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Model HLED-40 HLED-60 HLED-80 HLED-120 HLED-180 HLED-230 HLED-310 HLED-470 

Input Power 41W 58W 79W 117W 182W 233W 309W 469W 

HPS  Equivalent Power 120W 180W 250W 400W 600W 750W 1000W 1500W 

Output Lumens (5000k)   
+/- 5% 

 

6,100 9,400 12,200 18,300 27,700 36,600 48,800 71,100 

Pupil Lumens 12,200 18,800 24,400 36,600 55,400 73,200 97,600 142,200 

Pole Height (m) 7 8 9 11 13 15 17 20 

Pole Spacing (m) 35 40 45 55 65 75 85 100 

Standards Compliance BS 5489:2003, EN13201, ME4a, IESNA Type II or Type III 

Optics 8 different types of Optics with efficiency > 93%  

760,000 

730,000 

700,000 

665,000 

630,000 

595,000 

Input Voltage 120-277V 50/60HZ 

Correlated Colour Temp 2700 -6500K (Luminous Flux will decrease with decreasing Colour Temperature) 

Colour Rendering Index >75 

Power Factor >0.95 

Total Harmonic Distortion <15% 

Boom Arm Dimensions  1.97-2. 36” ( 50-60) Round pole 
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Nominal 

Wattage 
41W 58W 79W 117W 182W 233W 309W 469W 

“L” Length 
464mm 

(18.2”) 

517mm 

(20.3”) 

570mm 

(22.4”) 

623mm 

(24.5”) 

676mm 

(26.6”) 

729mm 

(28.8”) 

835mm 

(33.0”) 

938mm 

(37.2”) 

Weight 5.8kg 6.4kg 7.0kg 7.6kg 8.2kg 8.8kg 10.0kg 11.2kg 

 


